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Conditioning Handling

Environment 
Chamber

Drop Incline Impact
Horizontal 
Impact

Vertical Shock
Fixed 

Displacement
Random Static Machine

Forklift / 
Clamp

150lb (68kg) or Less #N/A Required Alternate Alternate Alternate Required Alternate #N/A #N/A #N/A
150lb (68kg) or More #N/A Required Alternate Alternate Alternate Required Alternate #N/A #N/A #N/A
150lb (68kg) or Less #N/A Required Alternate Alternate Alternate Required Alternate Required Alternate #N/A
150lb (68kg) or More #N/A Required Alternate Alternate Alternate Required Alternate Required Alternate #N/A
Palletized #N/A #N/A Required Alternate #N/A Required Alternate #N/A #N/A #N/A
150lb (68kg) or Less #N/A Required Alternate Alternate Alternate #N/A Required #N/A #N/A #N/A
150lb (68kg) or More #N/A Required Alternate Alternate Alternate #N/A Required #N/A #N/A #N/A

150lb (68kg) or Less Required Required Alternate Alternate Alternate Required Alternate Required Alternate #N/A
150lb (68kg) or More Required Required Alternate Alternate #N/A Required Alternate Required Alternate #N/A

#N/A Optional Required Exception Exception #N/A #N/A Required #N/A #N/A #N/A

150lb (68kg) or Less Optional Required #N/A #N/A #N/A #N/A Required #N/A #N/A #N/A
#N/A Optional Required Exception Exception #N/A #N/A Required #N/A #N/A Exception
#N/A Optional #N/A Required Alternate #N/A #N/A Required Required Alternate #N/A

100lb (45kg) or Less Optional Required #N/A #N/A #N/A #N/A Required #N/A Required #N/A
#N/A Optional #N/A #N/A Required #N/A #N/A Required Optional Optional #N/A
#N/A #N/A Required Required Alternate #N/A #N/A Required #N/A #N/A #N/A

150lb (68kg) or Less #N/A Required #N/A #N/A #N/A #N/A Required #N/A Required #N/A
150lb (68kg) or More #N/A Required Required #N/A #N/A #N/A Required #N/A Required #N/A
Type A Optional Exception Required Alternate #N/A #N/A Required Required Alternate Exception
Type B Optional #N/A #N/A Alternate #N/A #N/A Required Required Alternate Exception
Type C Optional Required #N/A #N/A #N/A #N/A Required Required Alternate Exception
Type D Required Required #N/A #N/A #N/A #N/A Required Required Alternate Exception

70lb (32kg) or Less Optional Required #N/A #N/A #N/A #N/A Required #N/A #N/A #N/A

Type A 50lb (23kg) or Less Optional Required #N/A #N/A #N/A #N/A Required #N/A #N/A #N/A
Type B 50lb (23kg) to 100lb (43kg) Optional Required #N/A Alternate #N/A #N/A Required Required Exception Exception
Type C 100lb (43kg) or More Optional #N/A Required Alternate #N/A #N/A Required Required Exception Exception
Type D 100lb (43kg) or Less Optional Required #N/A #N/A #N/A #N/A Required Required Exception Exception
Type E 100lb (43kg) or More Optional #N/A Required Alternate #N/A #N/A Required Required Exception Exception
Type F #N/A Optional #N/A Required Alternate #N/A #N/A Required Required Exception Required
Type G Optional Required Exception Alternate #N/A #N/A Required Required Exception Exception
Type H Optional Required Exception Alternate #N/A #N/A Required Required Exception Exception

#N/A Required Required #N/A #N/A #N/A #N/A #N/A #N/A #N/A #N/A
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